AUTOPAN FIRMWARE UPDATE

PROCEDURE FOR WINDOWS VISTA , WINDOWS 7 E WINDOWS 8.0

1) Install java software from web site www.java.com
(software need for run jar file)

2) Extract AutoPan driver from archive ‘Drivers
Vista-7-8.zip".

3) From Driver directory choose dpinst-x86.exe for
32bit operating systems or dpinst-amd64.exe for
x64bit computers.

4) Confirm driver installation without certification and
check successful operation with ShooTools drivers
installed
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5) Extract Autopan upload software from archive”
AutopanUploadTool32-1.0.zip *

6) Restart PC

7) Copy latest firmware file into upload software
directory (firmware_V_xxxxx.bin file)

8) Check AutoPan battery status with green led.

9) Connect AutoPan usb port to high speed pc usb
post 2.0 or 3.0 directly without hub connection.
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10) Check AutoPan automatically switch on when
connected and check usb AutoPan Com port ready
on PC without error or driver problems

11) From “upload software” directory start Tooljar file.
AutoPan software start
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12) Press Refresh button and check Com Port

13) Select from "... button” latest AutoPan firmware
(file.bin)

14) Select Com port from list and press upload button.
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15) AutoPan automatically switch off and return on (do
not disconnect or switch off autopan during firmware
upload)

16) When upload is complete a successful message
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17) disconnect AutoPan usb port and check AutoPan
automatically switch OFF.

AutoPan firmware upload is complete.



AUTOPAN FIRMWARE UPDATE

PROCEDURE WINDOWS 8.1 E WINDOWS 10

1) Install java software from web site www.java.com
(software need for run jar file)

2) Install "AutoPanUploadTool32...exe" software.

3) Software automatically create a directory with
correct driver installed, and software link on desktop
for AutoPan firmware Upload.

4) Restart PC

5) Copy latest firmware file into upload software
directory ( firmware_V_xxxxx.bin file )

6) check AutoPan battery status with green led.

7) Connect AutoPan usb port to high speed pc usb
post 2.0 or 3.0 directly without hub connection.

8) Check AutoPan automatically switch on when
connected, and check usb AutoPan Com port ready
on PC without error or driver problems.

9) From desktop start AutoPan Update Tool link.
AutoPan software start.

s o

10) Press Refresh button and check Com Port
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11) Select from "... button” latest AutoPan firmware
(file.bin)
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12) Select Com port from list and press upload button.
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13) AutoPan automatically switch OFF and return
ON (do not disconnect or switch off AutoPan during
firmware upload)

14) When upload is complete a successful message
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15) disconnect AutoPan usb port and check AutoPan
automatically switch OFF.

AutoPan firmware upload is complete.



AUTOPAN FIRMWARE UPDATE

PROCEDURE MAC OSX

1) Install java software from web site www.java.com
(software need for run jar file)

2) RIGHT Click "AutoPan Update Tool V2.1" press
OPEN

3) Follow the software installation steps, You will
find the Icon "AutoPan Update Tool” in your list of
Applications

4) Check AutoPan battery status with green led.

5) Connect AutoPan usb port to high speed pc usb
post 2.0 or 3.0 directly without hub connection.

6) From open “AutoPan Update Tool"

7) Press Refresh button and check Com Port
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8) Select from "... button” latest AutoPan firmware

(file.bin)
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9) Select Com port from list and press upload button
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10) AutoPan automatically switch off and return on (do
not disconnect or switch off AutoPan during firmware
upload)

11) When upload is complete a successful message
appear.
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Done uploading!

12) disconnect AutoPan usb port and check AutoPan
automatically switch OFF.

AutoPan firmware upload is complete.





